MATERIAL AND DIMENSION

RESTORATION WORK TOP OF SUBRADE
SEE NOTE 1 OR NATURAL CGRADE

12" WIDTH INDUCTIVELY AND
CONDUCTIVELY DETECTABLE
MARKING TAPE PLACED WITHIN

3 OF FINAL SURFACE.
PER PLAN PROFILE

FROM NATURAL
GROUND OR SUBGRADE
IF NO PROFILE
SEE DETAIL
(510S—TD—SM)

SEE NOTE 2

8" MIN. L_”;L - /"1¥CLASS A CONCRETE
% - 1 (3000 PSI)

ROPOSED MAIN

EMBEDMENT SEE DETAIL
5105—TD—-SM FOR

TRENCH PAY LIMIT L}
SEE DETAIL
510S—TD—SM

NOTE

1.

REFERENCES

RESTORE ALL DISTURBED SURFACES TO EXISTING CONDITION AND ELEVATION.
NATURAL GROUND WILL HAVE 67 OR DEPTH TO TRENCH CAP FROM EXISTING

FLEVATION (WHICH EVER IS LESS) OF TOP SOIL AND BE REVEGETATED. ALL
OTHER PAVEMENT AND SURFACE STRUCTURES SHALL BE REPLACED TO MATCH
EXISTING CONDITIONS. IF UNDER PAVEMENT WILL FOLLOW DETAIL 5105—35—5M
OR 5105—-3C—-SM FOR STREET REPAIR.

SELECT BACKFILL COMPACTED TO NO LESS THAN 95% NOR MORE THAN 102%
OF THE DENSITY ACCORDING TO TEX. 114E AT A MOISTURE CONTENT OF —2%
10 +35% OF OPTIMUM FILL.  THIS APPLIES UNDER ALL EXISTING OR PROPOSED
TRAFFIC LOADING STRUCTURES, 2° FROM BUILDINGS, UNDER FLEX BASE OR IN
100 YEAR FLOOD PLAIN. ALL OTHER BACKFILL WILL BE COMPACTED TO 90% OF
MAX DENSITY.

DETAIL 510S—TD—SM
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